
RESTARTING YOUR ZENIUS MACHINE 
AFTER A PERIOD OF STAGNATION

Your health and safety is our first priority. We want to make it easy for you to clean and check that your 
Nespresso Professional coffee machine is running smoothly again after a long time of non-use.

Zenius

Rinse water tank, empty drip tray and capsule container.

Eject remaining used coffee capsules in the brewing chamber

by releasing the lever.

Plug your machine into the wall power outlet and power on 

by using the switch located on the topside of your machine 

(see picture on left).

Before creating any beverage, dispense 1 litre of hot water 

using the hot water button. 

If your machine does not switch on, ensure the water tank 

is properly seated, lid is locked against the machine and 

ensure the power plug is fully inserted into underside of your 

machine.

5.2 Change water filter (optional)

The water filter does not prevent descaling completely. Additional to the exchange of the
filter cartridge it is recommended to descale the coffee machine once a year at least.

Life-time of the Nespresso “Aqua Clarity” filter is 4 months.

M A I N T E N A N C E

27Service manual ZN100 V 6.0

The water filter 
cartridge exchange

time is determined by the
water quantity passing
through the water filter.

Filter usage is recommended for all water hardness, exept for soft water hardness 
(less than 7°dH / 13°fH) with consumptions less than 300 preparationes/month.
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If you require assistance, please complete the contact us form on our website and a Nespresso representative will be in touch.

https://www.nespresso.com/pro/au/en/contact-us

